
 
 
 

 

 

 

 

Filtration Products 

Technical Data Sheet 

 
Plate and Frame Filter 
BECO COMPACT™ PLATE 600 

 

  
Plate and Frame Filtration System for Particle, Sterile, and 
Pre-Coating Filtration 

 
 

 
BECO COMPACT PLATE 600 depth filtration is for 
liquids with large variability. The system utilizes 
different filter elements and a wide range of 
different depth filter sheets for applications in the 
biotechnology, chemical, cosmetics, and food 
industries. 

BECO COMPACT PLATE 600 depth filtration 
system is a premium multi-sheet filtration system. 

 

Special Features 
  

- Highly flexible filter area (from 7.10  to 724.63 ft² 
(0.66 – 67.32 m²)  allows for customizable 
solutions for individual applications. 

- Variable application options for the use of filter 
plates, feeding plates and cake frames. The filter 
can be used as sheet filter, precoating filter or as 
a combination of both. 

- Easy handling and good cleanability thanks to 
ergonomic design, smooth surfaces and open 
support grid of filter plates. 

- Low drip loss due to the compact design of the 
filter and a larger spindle. Also available with 
electro-hydraulic or pneumo-hydraulic tightening. 

- Wide range of accessories such as fittings and 
riser pipes complement the system to a unit ready 
for connection. 

Other designs and further components for expansion 
to complete systems are available depending on 
requirements. 

 

Technical Data 
  

Operating pressure: max. 87 psi  
(600 kPa/6 bar) 

Differential pressure: max. 58 psi  
(400 kPa/4 bar) 

Operating temperature: max. 249,8 °F  
(121 °C), depending on 
the filter plates used 

Filter area per sheet: 3.55 ft² (0.33 m²) 
 

 

 

 
Materials 

Product contacting 
parts: 

 

Filter plates: Stainless steel  
AISI 316L or Noryl 

Filter frames: Stainless steel  
AISI 304 or AISI 316L 

Chassis: Stainless steel  
AISI 304 or AISI 316L 

Gaskets: Silicone, Viton 

 

Connections 

Inlet: Chassis sizes 1 + 2:  
DN 50, DIN 11851 

Chassis size 3:  
DN 65, DIN 11851 

Outlet: Chassis sizes 1 + 2:  
DN 50, DIN 11851 

Chassis size 3:  
DN 65, DIN 11851 

 

Other Designs 
Flange connections DIN 2633, Tri-Clamp or according 
to requirements 



Design Max. filter area Solids 
space* 

Chassis 
size 

Filter/ 
feeding 

elements 
or 

cake 
frames 

Depth filter 
sheets 

23.6 x 24.2 in 
(600 x 615 mm) 

Weight 

 ft²              (m²) gal           (l)   pcs ≈ lb            (kg) 

600 SF 

with plastic 
elements  
0.47" (12 mm) 

277.06 (25.74) 

426.25 (39.60) 

532.81 (49.50) 

- 

- 

- 

1 

2 

3 

38/39 

59/60 

74/75 

78 

120 

150 

3,179 (1,442) 

3,660 (1,660) 

4,026 (1,826) 

600 SF 

with stainless 
steel elements 
0.32" (8 mm) 

362.31 (33.66) 

568.33 (52.80) 

724.63 (67.32) 

- 

- 

- 

1 

2 

3 

50/51 

79/80 

101/102 

102 

160 

204 

3,949 (1,791) 

4,890 (2,218) 

5,622 (2,550) 

600 ASF  

with cake frames 
0.98" (25 mm) 

213.13 (19.80) 

333.90 (31.02) 

426.25 (39.60) 

53.31 (198) 

81.89 (310) 

104.61 (396) 

1 

2 

3 

29/30 

46/47 

59/60 

60 

94 

120 

3,479 (1,578) 

4,151 (1,883) 

4,683 (2,124) 

600 ASF  

with cake frames 
1.57" (40 mm)  

156.39 (14.52) 

241.54 (22.44) 

305.48 (28.38) 

67.10 (254) 

103.56 (392) 

131.03 (496) 

1 

2 

3 

21/22 

33/34 

42/43 

44 

68 

86 

3,433 (1,557) 

4,059 (1,841) 

4,546 (2,062) 

* usable solids volume 

 

Filter Elements 

 Width 
Cake 
volume 

Weight 

Filter 
plate 

0.32" 
(8 mm) 

 14.3 lb 
(6.5 kg) 

Feeding 
plate 

0.32" 
(8 mm) 

 14.3 lb 
(6.5 kg) 

Noryl 
plate 

0.47" 
(12 mm) 

 8.8 lb 
(4.0 kg) 

Cake 
frame 

0.98" 
(25 mm) 

1.7 gal 
(6.60 l) 

18.7 lb 
(8.5 kg) 

Cake 
frame 

1.57" 
(40 mm) 

3.1 gal 
(11.55 l) 

28.7 lb 
(13.0 kg) 

 

  

 
Stainless steel 
filter frame 

Stainless steel 
filter plate 

Plastic  
filter plate 



Specification Chassis size 1 Chassis size 2 Chassis size 3 

Length of chassis A 103.9 in 

(2,640 mm) 

139.0 in 

(3,530 mm) 

159.8 in 

(4,060 mm) 

Max. package length B 55.0 in 

(1,397 mm) 

82.2 in 

(2,087 mm) 

103.0 in 

(2,617 mm) 

Stroke hydraulic cylinder C 23.6 in 

  (600 mm) 

31.5 in 

  (800 mm) 

31.5 in 

  (800 mm) 

Free space chassis D 67.5 in 

(1,715 mm) 

94.7 in 

(2,405 mm) 

115.6 in 

(2,935 mm) 

Distance feet I E 70.1 in 

(1,780 mm) 

97.2 in 

(2,470 mm) 

118.1 in 

(3,000 mm) 

Distance feet II F 31.1 in 

  (789 mm) 

38.9 in 

  (989 mm) 

38.9 in 

  (989 mm) 

Length of fittings G 14.7 in 

  (374 mm) 

14.7 in 

  (374 mm) 

16.3 in 

  (414 mm) 

Distance supporting feet H --- --- 53.1 

(1,350 mm) 

Connections DN X 50 50 65 

 

 

Outlet Inlet 

Outlet 

Inlet 



 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

  

 

 

 

 

 

 

  

 

 

North America 
44 Apple Street  
Tinton Falls, NJ 07724 

Toll Free: 800 656-3344 
(North America only) 

Tel: +1 732 212-4700 

 

 

Europe/Africa/Middle East 
Auf der Heide 2 
53947 Nettersheim, Germany 

Tel: +49 2486 809-0 

Friedensstraße 41 
68804 Altlußheim, Germany 

Tel: +49 6205 2094-0 

An den Nahewiesen 24 
55450 Langenlonsheim, Germany 

Tel: +49 6704 204-0 

China 

No. 3, Lane 280, 
Linhong Road  
Changning District, 200335  
Shanghai, P.R. China 

Tel: +86 21 5200-0099 

 

 

Singapore 

4 Loyang Lane #04-01/02  
Singapore 508914 

Tel: +65 6825-1668 

 

 

Brazil 

Av. Julia Gaioli, 474 – Bonsucesso 

07251-500 – Guarulhos, Brazil 

Tel: +55 11 2465-8822 

For more information, please  

email us at 

filtration@eaton.com  

or visit 

www.eaton.com/filtration 
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