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TAN’EXCELLENCE®   

FORMULATION 
Specific combination with proanthocyanidic tannins, oak ellagic tannins and grape tannins. Instantly soluble, the product is used for 

great red wines ageing. 

APPLICATION 
TAN’EXCELLENCE® is a combination of high-quality tannins (tannins from stave quality oak and from grape) and enhances the 

balance and elegance of great red wines. 

Specially selected for its post-fermentation application or during ageing: 

- Colour stabilisation 

- Ability to age in barrels and/or bottles 

- Protection against oxidation phenomenon, management of the redox of wines 

- Action on structure, complexity and length without adding bitterness. 

RECOMENDED DOSAGE 
5 to 30g/hL 

The dosage of tannins depends of each type of wine and winemaking imperatives to be achieved. 

Take advice from your enologist in order to comply with the oenological codex (OIV): “Tannins must not change the olfactory 

properties and the color of wine.” 
 

INSTRUCTIONS FOR USE 

Dissolve in 10 times its weight of wine. Add into the tank during a pump over or during a transfer in order to obtain a perfect 

homogenization.  

 

SPECIFICATIONS 

 

STORAGE 
Store in its original packaging hermetically sealed, in a cool and dry place without odors. 

Respect the optimal date of use written on packaging. Use quickly after opening. 

 

PACKAGING 
1 kg bag (10 kg box). 

PHYSICAL  LIMITS 

Aspect and color Granulated, brown  Iron < 50 mg/kg 

CHIMICAL  Arsenic < 3 mg/kg 

Total phenols > 65 %  Mercury < 1 mg/kg 

Humidity < 10 %  Lead < 5 mg/kg 

Ashes < 4 %  Insoluble matter (water) <  2 % 


